[image: image1.jpg]w NN = O

R D RN DD DN D D D 2=l aa  a  a  a  aAa  aa  aO 00 N OO o BB o wWw NN
© o0 ~N o O B LW N 2 O © o N o o B~

‘Hiil’“H‘llHiliilblIiIi'iiIIlHHIHH'“HIHH'HH'!I‘HIHH'!HH'HHIHHIHH'HHIIHi'iHI||‘|H|‘|IH|HIIIHiHliiHIHH'HHlI‘IHlHHl

w
o




[image: image2.jpg]NTMT Granite Surface plates are very lowest thermal co-efficient of expansion,
grater strength,100% rust proof. It may Chip but not develop a burr,non magnetic,
non - conductive, easyclean, three times harder than that of cast Iron surface plate.
built in accuracy of flatness over years. NTMT Granite surface plates acrystalline
rock has made from selected granites with uniform distribution of dark and light
constituents. Some of the physical properties of granites are 6 to 6.5 Moss scale
hardness, fine grind texture, 3.08specific gravity, 2 to 5 x 10-6 k1 thermal
co-efficient of expansion.

NTMT Granite surface plates are meets
to IS Specification and tolerances,surface
plates are inspected under laboratory
atmosphere conditions,final inspection
carried out by high precision electronic
level with computerized software

GRANITE SURF/‘A\CE PLATES  methods.

NTMT surface plates are manufactured in four grades of Accuracy.Namely Grade
00,0,LILIlI. The flatness deviation of a local area of 250X250mm of working
surface shall not exceed 3.0 um of Grade 00, 3.5um of Grade 0,7.0um of Grade |,
15.0um of Grade II.

gCalibration Certificate is supplied with each plates as per Is Specification. We offer
bigger size of granite surface plate with extra thickness,Granite surface plates with
T slots, granite comparator stand ,inserts with drilled and tapped holes .also we
undertake rectification and calibration of surface plates,Benchcentre,Angleplate,
Comparator stand ,Gear rolling tester and calibration of all mechanical measuring

instruments.

SPECIFICATIONS
FLATNESS TOLERANCE IN um FOR ACCURACY GRADE
Size of Plate | AS PER DIN 876 : 84 AS PER IS 7327 -2003 WEIGHT IN
(in mm) GRADE “00” G'EG‘PE G'Eﬁ‘PE G':‘:’;_‘PE RUS{ApRroX)
250 X 250 3 35 7 15 10
300 X 300 3 35 7 15 2
400 X 400 3 45 9 T 14 |
630 X 630 4 5 10 21 100
1000 X 630 4 5 12 24 320
1000 X 1000 4 7 14 28 500
1600 X 1000 5 8 16 % 1100
2000 X 1000 6 9.5 19 38 1650





[image: image3.jpg]NTMT Cast Iron Surface Plates are the results of years experience as a manufacturer
both in foundry technology and metrology. These plates are of close - granite cast
iron. The composition of the metal, the depth and cross-section of the ribs and the
thickness of the plate are designed to conform to the deflection limits specified in
1S-2285-2003.

NTMT surface plates are manufactured to three grades namely Grade-l, Grade-ll,
Grade-lll, as per standard stated above.

An average of 15-20% load bearing after finish scraping is Standard. Fabricated
heavy angle iron stands, with required leveling screws, are offered for all plates to
provide convenient working height. Cast Iron column floor stands each with a
leveling screw and nut are also offerd as an option as : A set of 3 for leveling and
2 for support for sizes up to 2000 x 1000mm plate and set of 5 for leveling and
two for support,for sizes above 2000 x 1000mm. Maximum deviation flatness over
the entire area expressed in microns as per 1S 2285-2003.

Cast Iron Surfae Plates are machined and finally hand scraped with highly
experienced technicians to ensure surface finish and accuracy, Bearing area not
less than 15 % for Grade 1 and 10% for Grade 2 & 3 as per : 2285-2003.

Grade-l & Grade-ll plates are artificially seasoned. They are hand scraped toachive
maximum local deviation from flatness as per standard at any point on the working
surface. Grade -l plates are accurately machined to get the requisite flatness.

GR- 2015 NTMT 012345
CAST IRON SURFACE PLATES
SPECIFICATIONS
SIZE IN MM APPROX GRADE OF
L+W WEIGHT IN KGS ACCURACY R

300x300 10 1 u
450x450 35 1 ou
600x600 100 1 10pn
900x600 220 1 121
1000x1000 450 1 14p
1600x1000 1000 1 l6p
2000x1000 1500 1 19u





[image: image4.jpg]NTMT Granite Comparator stands are designed for excellent stability, high
accuracy & sensitivity. The rigid granite base is free From burrs, pile up rust 7
deterioration over a period. These stands are also ideal for use in conjunction with
high precision gauges such as transducer probes & comparator gauges. A helical
thread and a threaded nut on the column facilitates the adjustment of the sliding
arm on which the dial gauge is mounted.

MEASURING FLATNESS
SR NO MODEL NO SIZE IN MM HEIGHT ERROR
1 CS -01(single Stem) 230 X 150X50 200 mm 3p
CS -02
2 LG ) 230 X 150X50 200 mm 3u
3 CS-03 300 X 200X50 250 mm 3u
4 CS-04 300 X 300X50 250 mm 3u

Comparator stand
WE OFFER CALIBRATION , SERVICE AND ON SITE SERVICE CALIBRATION

We have got the NABL LABORATORY ACCREDITAION For Mechanical;
Discipline And their Void Certificate No. C-0192. As Per ISO/IEC 17025-2005.
WE I_SO DEALS WITH

|

We undertake calibration & Rectification services
of Mechanical Measuring Instrument & Mechanical
Equipments such as, Granite Surface Plate,Cast Iron
Surface Plate, Angle Plate, V Block, Straight Edges,
Try Square, Bench centre, Comparator stand etc..... J
As Per IS Specifications. Oy sitelCalibration). i

Some of our Valued Customers
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227 NTMT METROLOGY

METROLOGY

#4, Sipcot Shopping Complex, Opp. LAL, Hosur - 635 126.

Ph : 04344 - 274314, 15, Cell : +91 98659 57743, +91 99940 83179 Authorised Dealer

E-mail : ntmtmetrology@gmail.com  ntmthosur@gmail.com www.ntmtmetrology.com
Regd Off : Plot No. MC/62, Opp. Escorts Herion Ltd. Mujessar, Sactor 24,

N.L.T. Faridabad (HR), 121005. E-mail : r.s.moorthy@airtelmail.in

Phone : 0129 - 4025528, Cell : +91 9313016500,




